
G Series
SAE B Gear Pumps

Features
• Simple Compact Design
• High Mechanical and Volumetric Efficiency
• Low Noise Levels During Pump Operation
• Cast Iron Flange and Rear Cover
• Aluminum Alloy Body
• Hardened Steel Gears

G24-2BK-3

Dimensional Data
Units: mm (inches)
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Model

G16-2BK-3

G18-2BK-3

G20-2BK-3 

G24-2BK-3

G29-2BK-3

G33-2.5K-2BK-3

G37-2.3K-2BK-3 

G41-3K-2BK-3

Displacement

ml/r. cu.in/r.

psi
(mpa)Pressure

Max.

RPM

3300

2000

Dimensions mm
(inch)

L M

Port

SAE

In
#20 15/8 - 12

Out
#16 5/16 - 12

Ordering Information

31341 Friendship Drive, Magnolia, TX 77355  •  Tel.: 281-259-7768 Fax: 281-259-7249  •  www.hyvair.com

G24 - 2BK - 3

G Series (gpm)

   G16   G24    G37
   G18   G29    G41
   G20   G33

Mounting Style

2BK= SAE-B, 2 Bolt,
7/8” Dia. Keyed Shaft x

1/4” wide Sq. Key

Series 3 Porting

Female SAE
#20 Inlet, #16 Outlet
#24 Inlet, #20 Outlet
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